




? 10Hz - 500kHz ±0.2dB  
? Signal -noise ratio 

? 86dB (IHF "A" curve)  
? Separation  

? Above 20Hz and 1kHz80dB  
? Above 20kHz 70dB  

? Gain 
? 35.6dB (1kHz)  

* High level amplifier section (AUX IN - PRE OUT)  

? Input sensitivity/input impedance 
? TUNER, DAD, AUX PB -1 and PB-2: 150mV/50k O 

? Rated output 
? 1.5V   

? Total height harmonic wave distortion factor  
? 0.002% or less  
? 20Hz - 20kHz 5V OUT 

? Frequency characteristic 
? 2Hz - 300kH (+0/-3dB) (10Hz - 100kHz (+0/-0.3))  

? Signal -noise ratio 
? 100dB  

? Separation  
? 100dB (Vol max 20Hz, 1kHz and 75dB 20kHz)   
? 100dB (Vol -20dB 20Hz, 1kHz and 75dB 20kHz)  

? Muting  
? - XXINF (MUTING indication blinking)  

? Filter 
? Sub sonic:  

? 16Hz 12dB/OCT  
? 20Hz 6dB/OCT   

? Turn over 
? 2kHz, 125Hz/8kHz and 125Hz/ 

2kHz, 500Hz/8kHz and 500Hz   
? Increase and decrease point:  

? ±0.5dB, ±1.0dB, ±2.0dB, ±4.0dB, ±8.0dB, f=20Hz and 20kHz   

* MC head amplifier section (PHONO -3 IN - REC OUT ) 

? Maximum permissible input  
? 19mV (1kHz)   

? Frequency characteristic (RIAA deviation) 
? 10Hz - 500kHz ±0.2dB  

? Total height harmonic wave distortion factor  
? 0.002% or less 20kHz   

? Signal -noise ratio 
? 76dB (input conversion noise level -154dB/V)  

* Synthesis 

? AC outlet 
? Non -linkage: 2 (700W) (Total)  
? Connected motion: 3 (210W)  

? Power supply voltage, power source frequency  
? 100V 50Hz/60Hz   

? Electric power consumption  
? 90W (it depends on electric supplies control method)  

? Size 
? W455×H134×D392 (mm) (knobs, height of the foot is included)  

? Weight  
? 14.3kg   
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